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Equivalent P2O5 stored means the 
quantity of phosphorus, expressed as 
phosphorus pentoxide, being cured or 
stored in the affected facility. 

Exceedance means a departure from 
an indicator range established for mon-
itoring under this subpart, consistent 
with any averaging period specified for 
averaging the results of the moni-
toring. 

Fresh granular triple superphosphate 
means granular triple superphosphate 
produced within the preceding 72 hours. 

Granular triple superphosphate process 
line means any process line, not includ-
ing storage buildings, manufacturing 
granular triple superphosphate by re-
acting phosphate rock with phosphoric 
acid. 

Granular triple superphosphate storage 
building means any building curing or 
storing fresh granular triple superphos-
phate. 

Research and development facility 
means research or laboratory oper-
ations whose primary purpose is to 
conduct research and development into 
new processes and products, where the 
operations are under the close super-
vision of technically trained personnel, 
and where the facility is not engaged in 
the manufacture of products for com-
mercial sale in commerce or other off- 
site distribution, except in a de mini-
mis manner. 

Total fluorides means elemental fluo-
rine and all fluoride compounds, in-
cluding the HAP hydrogen fluoride, as 
measured by reference methods speci-
fied in 40 CFR part 60, appendix A, 
Method 13 A or B, or by equivalent or 
alternative methods approved by the 
Administrator pursuant to § 63.7(f). 

§ 63.622 Standards for existing 
sources. 

(a) Diammonium and/or 
monoammonium phosphate process line. 
On and after the date on which the per-
formance test required to be conducted 
by §§ 63.7 and 63.626 is required to be 
completed, no owner or operator sub-
ject to the provisions of this subpart 
shall cause to be discharged into the 
atmosphere from any affected source 
any gases which contain total fluorides 
in excess of 30 grams/metric ton of 
equivalent P2O5 feed (0.060 lb/ton). 

(b) Granular triple superphosphate 
process line. On and after the date on 
which the performance test required to 
be conducted by §§ 63.7 and 63.626 is re-
quired to be completed, no owner or op-
erator subject to the provisions of this 
subpart shall cause to be discharged 
into the atmosphere from any affected 
source any gases which contain total 
fluorides in excess of 75 grams/metric 
ton of equivalent P2O5 feed (0.150 lb/ 
ton). 

(c) Granular triple superphosphate stor-
age building. (1) On and after the date 
on which the performance test required 
to be conducted by §§ 63.7 and 63.626 is 
required to be completed, no owner or 
operator subject to the provisions of 
this subpart shall cause to be dis-
charged into the atmosphere from any 
affected source any gases which con-
tain total fluorides in excess of 0.250 
grams/hr/metric ton of equivalent P2O5 
stored (5.0×10¥4 lb/hr/ton of equivalent 
P2O5 stored). 

(2) No owner or operator subject to 
the provisions of this subpart shall ship 
fresh granular triple superphosphate 
from an affected facility. 

§ 63.623 Standards for new sources. 
(a) Diammonium and/or 

monoammonium phosphate process line. 
On and after the date on which the per-
formance test required to be conducted 
by §§ 63.7 and 63.626 is required to be 
completed, no owner or operator sub-
ject to the provisions of this subpart 
shall cause to be discharged into the 
atmosphere from any affected source 
any gases which contain total fluorides 
in excess of 29.0 grams/metric ton of 
equivalent P2O5 feed (0.0580 lb/ton). 

(b) Granular triple superphosphate 
process line. On and after the date on 
which the performance test required to 
be conducted by §§ 63.7 and 63.626 is re-
quired to be completed, no owner or op-
erator subject to the provisions of this 
subpart shall cause to be discharged 
into the atmosphere from any affected 
source any gases which contain total 
fluorides in excess of 61.50 grams/met-
ric ton of equivalent P2O5 feed (0.1230 
lb/ton). 

(c) Granular triple superphosphate stor-
age building. (1) On and after the date 
on which the performance test required 
to be conducted by §§ 63.7 and 63.626 is 
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